[bookmark: HowUseTurb]How to Use a Secchi Disk Turbidity Tube Instructions 

How to Use a Turbidity Tube
1. Pour sample water (from collected source water) into the tube until the image at the bottom of the tube is no longer visible when looking directly through the water column at the image. 
2. Rotate the tube while looking down at the image to see if the black and white areas of the image are distinguishable. (Pour out water if you passed the point where the image just disappears. If you go past this point your turbidity reading will be lower than it really is.)
3. Read the turbidity on the column at the bottom of the meniscus (bottom of the curve in the water surface).
Measurement Tips
Ideally, make all measurements under the same light conditions. Different people may see the image disappear at different places. For this reason, it is best if two or three people take and compare measurements. Make sure everyone measures and records the same way, every time.
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Secchi disk
1. Lower the disk slowly into the water until
Figure HYD:P-2: Maling the Tubidity Tube it just disappears. If possible, grab the rope
at the surface of the water and mark this
point on the rope (e.g. use a clothes pin).
If itis not possible to mark the rope at the
water surface, mark the rope a known
distance above the water.
2. Then raise the Secchi disk until it just
100 reappears into view. Grab the line at the
e surface of the water when the Secchi disk
Lo reappears and mark this point (or some
Clear Tube __ Mark off known distance above the water). The
RGP S (cz rope should now be marked at two points.
e There should only be a few centimeters
[0 Painted Disk difference between these two points
to it bottom 3. Record both depths on your Hydrology
of tube Investigation Data Work Sheet to the

r nearest 1 cm

2 e; 4. If the two depths differ by more than 10

PVC cap gl cm, repeat the measurement, recording the
new depths on your Hydrology Investigation

Data Work Sheet

Using the Cloud Cover Protocol, determine
the cloud cover. Determine the distances
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